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Dramm	  Autofog	  Annual	  Maintenance	  Kit	  -‐	  AF-‐AMK	  
	  
Thank	  you	  for	  purchasing	  an	  annual	  maintenance	  kit	  for	  your	  Autofog.	  	  It	  is	  important	  to	  
maintain	  certain	  components	  on	  your	  Autofog	  annually,	  even	  without	  evidence	  of	  wear.	  	  
Replacing	  these	  parts	  on	  a	  yearly	  basis	  will	  keep	  your	  Autofog	  running	  properly	  with	  little	  other	  
maintenance	  required.	  
	  
The	  Annual	  Maintenance	  Kit	  includes:	  
	  

o 1	  -‐	  7400	  Suction	  Tube	  
o 1	  -‐	  7040	  O-‐Ring	  for	  the	  nozzle	  
o 1	  -‐	  741A	  Solution	  Line	  Connector	  Assembly	  
o 1	  -‐	  10388	  Suction	  Line	  Strainer	  
o 1	  -‐	  641010	  Air	  Filter	  for	  the	  compressor	  

	  
The	  majority	  of	  these	  parts	  are	  for	  use	  in	  the	  nozzle	  and	  solution	  portion	  of	  the	  machine.	  	  	  
	  
To	  replace	  these	  parts,	  remove	  the	  nozzle	  from	  the	  Autofog	  and	  disconnect	  the	  airline.	  
	  

1. Loosen	  the	  solution	  line	  retaining	  cap	  
(part	  7450).	  

2. Pull	  the	  old	  solution	  line	  out	  of	  the	  
Solution	  Line	  Connector	  Assembly	  
(part741A).	  

3. Remove	  the	  entire	  Solution	  Line	  
Connector	  Assembly	  by	  unthreading	  it	  
from	  the	  nozzle	  base.	  

4. Replace	  this	  with	  the	  new	  Solution	  Line	  
Connector	  Assembly.	  

5. Loosen	  the	  solution	  line	  retaining	  cap	  on	  
the	  new	  assembly.	  

6. Insert	  the	  new	  solution	  line	  into	  the	  
assembly.	  

7. Tighten	  the	  retaining	  cap.	  
8. Remove	  the	  nozzle	  cap	  (part	  7020).	  
9. Remove	  the	  O-‐Ring	  (part	  7040)	  from	  the	  

nozzle	  cap	  using	  a	  sharp	  object.	  
10. Clean	  the	  nozzle	  cap	  with	  warm	  water	  and	  a	  mild	  detergent.	  
11. Insert	  the	  new	  O-‐Ring	  into	  the	  nozzle	  cap.	  
12. Replace	  the	  nozzle	  cap,	  tighten	  to	  finger-‐tight	  and	  turn	  BACK	  so	  that	  the	  red	  markings	  

line	  up.	  	  This	  is	  FACTORY	  calibrated.	  	  Once	  the	  parts	  have	  been	  replaced,	  you	  will	  need	  
to	  calibrate	  the	  nozzle	  to	  account	  for	  any	  wear	  over	  the	  past	  year.	  	  (instructions	  on	  
reverse)	  
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MLVH-10A Nozzle Assembly

Item # Part # Component # Description Qty.

- - D7513670000A Nozzle Assembly 1
1 7010 Nozzle Base 1
2 7020 Cap 1
3 7030 Lock Nut 1
5 7100 Extension Pipe 1
7 D10151 Stainless Suction Tube 1

7460 Fits
Inside 741A 741A

7010

7040

7020

7030

7100

7450

7440

7460
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Once	  your	  nozzle	  is	  reassembled,	  replace	  it	  on	  the	  machine	  and	  reconnect	  the	  airline.	  
	  
	  
Remove	  the	  air	  filter	  cover.	  	  Depending	  on	  the	  age	  
of	  your	  Autofog,	  this	  may	  be	  underneath	  the	  red	  
cover	  or	  it	  may	  be	  on	  the	  outside	  of	  the	  cover.	  
	  
Replace	  the	  filter	  and	  discard	  the	  old	  filter.	  	  This	  
filter	  has	  been	  in	  contact	  with	  pesticides	  in	  the	  air	  
during	  application	  and	  should	  be	  treated	  as	  such.	  
	  
	  
	  
Calibration	  
	  
The	  Dramm	  Autofog	  has	  a	  re-‐calibratable	  nozzle.	  	  
If	  properly	  maintained,	  it	  should	  last	  for	  years	  by	  
simply	  adjusting	  the	  nozzle	  for	  wear.	  
	  
To	  calibrate	  your	  nozzle,	  start	  at	  the	  FACTORY	  
Calibration	  of	  finger-‐tight	  turned	  back	  so	  the	  red	  
marks	  line	  up	  
	  

OR	  
	  
Start	  at	  the	  most	  recent	  calibration	  point	  you	  have	  set.	  
	  
	  

For	  best	  results,	  your	  Autofog	  should	  output	  45	  ml/minute	  for	  the	  MLVH	  or	  SLVH	  
or	  55	  ml/minute	  for	  the	  LVH.	  

	  
1. Fill	  a	  graduated	  cylinder	  with	  90	  ml	  for	  the	  MLVH	  and	  SLVH	  or	  110	  ml	  for	  the	  LVH.	  
2. Start	  the	  compressor.	  
3. Insert	  the	  solution	  line	  into	  the	  cylinder.	  	  The	  nozzle	  should	  spray.	  
4. Spray	  for	  2	  minutes.	  	  The	  cylinder	  should	  be	  empty.	  	  If	  not,	  SLIGHTLY	  TIGHTEN	  the	  nozzle	  

cap	  (between	  1-‐4	  grooves).	  Repeat	  the	  test	  until	  the	  nozzle	  outputs	  the	  water	  in	  2	  
minutes.	  

5. You	  may	  wish	  to	  use	  a	  permanent	  marker	  to	  mark	  your	  new	  calibrated	  nozzle	  cap	  
position.	  

	  
	  
	  

Precautions / Pre-Operation Checklist

D. Cold weather operation:  When the temperature falls
below 32°F run the compressor in a warm environment
before placing the MLVH-10A assembly in the area to
be treated.   The bearing grease may harden in very cold
temperatures causing the compressor  to not preform
properly.  Unless absolutely necessary, do not operate
the MLVH-10A in sub 25°F weather.

E. You will get an accurate output volume if the
nozzle cap is closed completely and then
returned to match the red check marks.  See
diagram below.

NOTE:
Output volume will vary 2.5 - 3.0 cc/min. for each
notch in the nozzle cap.

•Clockwise:  Output INCREASES
•Counterclockwise:  Output DECREASES

NOTE:
Check the O-ring located inside the nozzle cap for wear
or damage.  Replace if necessary
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A. For the most effective performance, the treatment area
must be air tight.  Take time to repair any broken glass,
torn poly and gaps or openings in vents and door
frames.

B. The entire treatment area should be vacant.  No
humans or pets should be present.

C. It is recommended that the application process take
place at the end of the day.  Secure the treatment area
and post hazard signs before spraying.

D. Avoid spraying when the temperature is over 85°F in
the treatment area or when relative humidity exceeds
85%.

E. When utilizing horizontal airflow fans (HAF), run them
for 1/2 hour longer than actual spraying time.

F. Follow all EPA Guidelines regarding the application of
chemicals.

A.  Test run the MLVH-10A with clear water for 1-2
minutes.  Observe the spray quality.

B.  The discharge volume rate of clean water is
approximately 45 cc / minute.  When testing the
unit, pull the suction hose out of the solution tank
and place it in a graduated cylinder  (fill it with 90
cc of clean water).  The cylinder should be empty
after a 2 minute test run.  Be sure to check the
discharge  volume rate regularly to assure best
results.

C.  Observe the operating pressure.  The gauge will
read 14-23 PSI.  NOTE:  Check for leaks in the
piping when the pressure is too low.  Eliminate
clogs if the pressure is too high.  Pressure readings
may vary from location to location.  Small
differences are inconsequential.

Compressor/Sprayer

Treatment Area

The key to successful results with the MLVH-10A is
keeping the machine clean.  There are only a few
steps involved, so it will be very easy. Be sure to
clean the machine after every use.

1. Using warm water and a soft cloth wash:
A. The Solution tank
B. The Solution tank cover
C. The Agitator blades
D. The Suction tube
E. Spray clear water through nozzle
F. Wipe off the machine

2. Remove the nozzle from the MLVH-10A by
unscrewing the securing nut.  Remove the nozzle
cap and wipe off any chemical residue.  Always
handle the nozzle and cap with care, especially the
nozzle tip (see diagram below).  Inspect the nozzle
cap O-ring for damage or wear.

NOTE:
This procedure is necessary after every application
of wettable powder solutions.  Be sure to remove
the nozzle cap and clean the nozzle.

3. After every 25 hours of use, be sure to clean the air
filter (Located under the compressor housing, on
top of the compressor).  Brush any excess debris off
the filter and then rinse with warm water.  Use a
mild detergent if necessary.  ALWAYS let the filter
air dry completely before reinstalling.

NOTE:
The air filter will contain particles of the chemicals
you have been applying.  When cleaning the filter
follow all EPA Guidelines for the handling and
disposal of chemicals.

4. Store the MLVH-10A where it is away from 
excessive moisture, children and unauthorized
personnel.  If you are storing the MLVH-10A for a
long period of time, cover the equipment with a
plastic sheet.

Compressor Air Filter
Air Filter

Air Filter Housing

REPLACE FILTER ONCE A YEAR OR AFTER
500 HOURS OF USE.

Cleaning & Maintenance
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