
The Dramm ProLine Series of Irrigation Control-
lers offers a variety of advanced features in an 
easy-to-program, modular controller. With up to 
4 independent programs that can run simultane-
ously or individually,  ProLine can quickly & auto-
matically water a wide variety of crops with differ-
ent irrigation needs, with up to 8 start times per 
program. Each valve can operate from 1 minute to 
9 hours 55 minutes. A seasonal adjust feature al-
lows for irrigation cycles to increase or decrease 
throughout the growing season. The ProLine can 
be run manually, by valve, or program, as desired.

Featuring a modular, durable design,  ProLine comes in 
a weather-tight enclosure and is available in 4, 8, 12, 16, 
20 & 24 output versions. Smaller ProLine Controllers 
are upgradable to offer more outputs with the addi-
tion of output modules.
With the addition of the SmartLink monthly service 
and an air-card upgrade, ProLine can be programmed 
over the internet from anywhere. The SmartLink App 
allows the user to view programs, see current irriga-
tion events and modify them at any time.
The ProLine offers ease & flexibility, allowing for grow-
ers to automate their irrigation & still maintain control.
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Integrated Plant Health
 920.684.0227

information@dramm.com  •  www.dramm.com

 Specifications
  4 Programs to determine start time   120v, 60Hz with prewired power cord 
  8 Start times per program   Lightning protection
  Stacked or concurrent program operation Non-volatile memory retains programming without battery
  Manual start by valve or program  Expandable to 24 outputs
  Zone-to-zone delay prgramming  Power, short, and fault diagnostics
        2 year limited warranty
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Lightning Protection Non-Volatile Memory
unit protected from voltage spikes
programming stays when disconnected

Up to 4 Different Programs
up to 3 can operate 
simultaneously

8 Start Times/Program
flexible irrigation schedule

Flexible Run Times
1 minute to 9 hrs 55 min

Easy to Program
backlit LED & 
simple control knob

Manual Operation
run a valve or a
program manually

SmartLink® Upgradable
control & monitor your
irrigation from anywhere
uses cellular connection

MasterValve Programmable
by Zone
use only when needed

Program in 2 Languages
no translation needed

Watertight Housing 
indoor/outdoor rated

Expandable
4 output module to 16 valves
12 output module to 24 valves

®

4 Output Module 12 Output Module


